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DISPLAY DES MONATS OKTOBER

Aktuell von vielen Kunden angefragt sind unsere

7" Standard-TFTs von Jenson.

Egal ob mit, oder ohne Touch-Panel: Mit dem
unschlagbaren Preis-Leistungsverhéltnis der 7“ TFTs
unseres asiatischen Partners Jenson gewinnen wir

gegen jeden Wettbewerb!

Und wenn es etwas grofSer sein soll: Wir bieten dieses
Displays auch in 10.1“ mit identischer Schnittstelle an.
Sie konnen also ohne jegliche Anpassung der

Schnittstelle nach Belieben entweder das 7“, oder das

10.1“ Produkt in |hrem System einsetzen.
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SPECIFICATION (for TFT): PO.5%(40-1)=19.50£0.0
1) Driving conditions:VDD: 3.3V; Detail C
2) Viewing direction: 12 O'clock; 21
3) Display mode: a-Si TFT, Normal White, Transmissive ;
4) Op.crating temp.: -20°C~+70°C;Storage temp.: -30°C~+80°C; SPECIFICATION(for CTP):
5) Dnver- IC: EK79003 ()fl)++EK7300I(x2); 1) Structure:G+G;
6) B‘ackllght: Colour:Whlte(24PCS),Conslzlnl If:160mA ; 2) IC:HY4635 (5 Points Touch) ;
7) Customer : Getronic ; . 3) Surface Hardness:6H;
8) D.nmens.lons .Wllh asterisk "*" are importance. 4) Transmittance Rate:Above 85 %;
Dimensions in bracket "( )" are for reference; 5) Sensor ID:GND GND.

9) RoHS Compliant.



